8*%10/100 Reverse POE
Switch HTD-RO8F2FBE

e Port 1-7 for POE In, Port 8 can do POE
out,support 24-48V Passive POE compliant PSD
and PD Port 1-7 for POE In,Port 8 for POE Out;
e Support fixed VLAN, No.1 port to No.7 port
can not communicate with each other,but they
all can communicate with No.8 port;

® Support 24v-48v Passive POE compliant PSD
and PD;

e Output 12vdc power supply via dc jack, which
can be supplied to ONT,DC 5V Power supply to
media converter;

® Plug and play

® Support Green Ethernet;

e Transient voltage suppressors for ESD
protection;

eMental shell help to dissipate heat.
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Product

8 Port Reverse POE Switch

Model

HTD-RO8F2FBE

Transmission

8*10/100Mbps RJ45 Port

PoE in: 1-7 port

POE Port PoE out: 8 Port
POE Pin 4/5+7/8-
POE Input 12-48V
POE Output 24V DC
Forwarding Mode Store-and-forward
Switch Capacity 1.6Gbps
MAC Address 1K
Support 1~8 Reverse POE In(45+ 78-)
Support 8 POE out(45+ 78-)
Function DC port can be customized 5V/12V output can switch

Inhibition network storm, anti ARP virus attack, anti DHCP
conflict

Environment

Working Temperature: -10°C ~55C

Storage temperature: -40°C~70C

Working Humidity : 10%~90% RH non-condensing
Storage Humidity: 5%~90% RH non-condensing

Mode

Standard/VLAN

Standards Protocols

IEEE 802.3

IEEE 802.3i 10BASE-T
802.3u 100BASE-TX
IEEE 802.3x

Weight

0.15kg

Size

130mm*72mm*20mm (L*W*H)




